flat sheets 
ribbed sheets 
embossed patterns 
panels for fascias 
panels for 
curtain walls 
corrugated and 
die press sheets 
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LOSTRIK*® ALUMILITED 
APPLICATION - SQUARE STREAMLINED PANEL 


Approximate Dimensions 
Mounted on %' face width  %” valley width 3%” depth 
wood or 040 x 34!/.” x 120” 25 sheets in 500 |b. case 


metal fur- 

ring strips 

on either 
‘> interior or 


exterior LUSTRIK* ALUMILITED 


040 x 341” x 144” 22 sheets in 500 Ib. case 


surfaces 


Bf any FLEETLINE PANEL 
building. 


Approximate Dimensions 


040 x 33144” x 144”. 22 sheets in 500 Ib. case 


COSTRIK* ALUMILITED 
ALUMAWALL EMBOSSED 


Approximate Dimensions 
134” face width 1!/2” valley width 1” depth 
032 x 41!” x 144” 20 sheets in 500 |b. case 


Rolled to special order. 


LUSTRIK* ALUMILITED 
ALUMADECK | 


ee Depth 114” Width 18” Length 144” 
Facades A custom made product, rolled to special 
walls order. 
partitions 
ceilings 
soffits 
jambs - * 
ES aaa COSTRIK* ALUMILITED 
sun louvres CORRUGATED SHEET 
canopies 
M a 
TE ah a via eae flat sheet. 
auge is heavier than the ordinary corrugated 
ide siding. 2!” pitch x!” depth. 
sign 032 x 32!” x 120” 37 sheets in 500 Ib. case 


backdrops 


rane oe LUSTRIK* ALUMILITED. 
EMBOSSED CORRUGATED SHEET 


2.67” pitch x 4" deep. 
Available to order in various lengths. 
032« 35" x120", 31 sheets in 500 Ib. case 


LOSTRIK*® ALUMILITED 
AIRLINE PANEL 


Similar to Fleetline panel, finished on reverse 
Store fronts side as the wide face is against the wall. 
bus depots 
industrial 

buildings — 
entrances 


shoppita. © — LOSTRIK® ALUMILITED 
soiters PULLMAN PANEL 


nite clubs 
service ¥%," deep sine curve embossed on 35%”. 


stations ‘ ; Flat section about 1!/)”. 
040 x 3514” x 120". 25 sheets in 500 Ib. case 


2g” face width % valley width 1/4” depth 
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LOSTRIK* 


ALUMILITED/ FLAT SHEET 
Special alloy sheet made for alumiliting. 
Finish as uniform as possible. Special 
Lustrik etching given sheets. Finish com- 
pares favorably to Alcoa 204 specifica- 
PU S 2X RS OMX. OO ee ee ee 46 sheets in 500 Ib. case 
Ae Ou X12 Gane ae ee a 37 sheets in 500 lb. case 
POAO TSO! X96 wees fee ee 36 sheets in 500 Ib. case 
IA OEXKRS OL) 20s aean eek tee 30 sheets in 500 Ib. case 
PAIS OX 144 ity ne, 24 sheets in 500 Ib. case 
OAD AG aX 1 44 UM ener mes a a: Ue ath Se 18 sheets in 500 Ib. case 
OAS eX. EDO cist cl eee hea i 22 sheets in 500 Ib. case 
PUSO GSO X96 Me een Co ae 29 sheets in 500 Ib. case 
PO SOXtGO. X 120. oe Les ES eS 23 sheets in 500 Ib. case 
POU SO a XedAA te et a ee 19 sheets in 500 Ib. case 
CODO KAS a xe 44 ate eee, 15 sheets in 500 Ib. case 
FUGHEXTAG EXa | 20) cee nts oO. WR 14 sheets in 500 Ib. case 
FOB NEXTAG EX CUZ Osea aes rhea ae were a 11 sheets in 500 Ib. case 
POF TEXEAG Xa 2a re een ane 10 sheets in 500 Ib. case 
REZ OAS EXE 20 ard etic nts eee ae 7 sheets in 500 Ib. case 
BUFFED COSTRIK* FLAT SHEET 
ALUMILITED 
A special -alloy sheet particularly made 
for alumiliting. A deluxe sheet buffed 
mechanically before alumiliting to obtain 
best possible match with buffed extru- 
sions. Comparable to Alcoa 204A-1 
finished. 
BUS 2EXSO EX OO ri eel eee 46 sheets in 500 Ib. case 
SEXES Oe Xl 204 ee ee eee ee 37 sheets in 500 Ib. case 
BOA OIXE SO: 2G 9 O soi ake ee ee 36 sheets in 500 Ib. case 
AUG 30 eX 20 coe wc tee pit) ane eL. 30 sheets in 500 Ib. case 
BOS OEXS SO X96 eee nt ee ke 29 sheets in 500 Ib. case 
ODO KESO a Xe 20 ee ee ee ee 23 sheets in 500 Ib. case 
LOSTRIK* 
ALUMILITED / “00D GRAIN 
EMBOSSED 
O40 49 4x1 20" Soe ae 22 sheets in 500 lb. case 


LOSTRIK* RIB FLUTED SHEET 


ALUMILITED A distinctively different embossed pat- 
tern appears on each side of sheet. Em- 
bossed sheet is more rigid than flat 
sheet. Does not show waves when hand 
formed on brake. 

O40 x 482 x 9658 


—ALUMILITED PCAP MOULDING 


LOSTRIK* 


_ALUMILITED FLAT LINE EMBOSSED 


Also known as Pittco Hylite, and Alcoa 
#10 pattern. Flat on one side with fine 
line embossed on the other side. Used 
for flush doors, curtain walls, ceilings, 
ic. 
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GRAY ALUMILITE 
215 ALUMILITE PROCESSED 


Produced by extra heavy alumiliting over special 
sheet known as Anoclad® #20. It is recommended 
thai the lacquer be applied before erection. 


Made only to special order. 


GOLD ALUMILITE 
PROCESSED PRODUCTS 


A fade-proof gold treatment for aluminum. Avail- 
able on flat sheet, rib sheet, rib fluted and formed 
panels up to 12 feet. Also available on Anoclad® 
sheet #10 for Alcoa specification 4010 for archi- 
tectural applications. : 


BAKED ENAMEL FINISH PRODUCTS 


SQUARE STREAMLINE AND FLEETLINE 


Auto body enamel — extremely durable — applied 
over a treated surface for adherence. Special range 
of colors available. 


Supplied on special order. 
LOSTRIK* 


Used for formed panels. 
12 ft. standard lengths. 


Illustration actual size. 


Extra charge of $2.00 for separate packing. 


A te DIVIDER STRIP 


Used for formed panels. 

10 and 12 ft. standard lengths. 

Illustration actual size. | 
Extra charge of $2.00 for separate packing. 


LOSTRIK* facing panels are made from aluminum alloy that is controlled in manufacture, from ingot 
to sheet, to provide a surface best adapted for Lustrik* Alumilite®. They are available in a variety of 
embossed and patterned formed panels as well as flat sheets as described in this catalog. Architects, 
builders, contractors, glass trade, roofers, sheet metal workers, sign men, etc., are specifying and increas- 
ingly using Lustrik facing panels in the remodeling of older structures, in addition to their new work. 


ADVANTAGES and FEATURES 


© light weight © durable ® can be painted 

® easily cut ® decorative © variety of designs — 

® easily formed ® low maintenance @ quickly erected _ 
® superior finishes 


GENERAL DATA 


All orders for Lustrik Alumilite® Processed Aluminum should include the following: quantity, gauge, size, finish and all information — 
to aid us in serving you better. All orders are subject to final acceptance at Philadelphia and do not become binding upon ae oe 
Company until approval from Philadelphia. 


TERMS Net cash, 30 days. All claims must be received TRANSPORTATION CHARGES All prices are f.0.b. Phila- : 
delphia, Pa. The vendee has the right to route — 


within 5 days. shipments. If routing is not given, the most practical 
method will be used. : 
PACKING Full cases of 500 Ibs. per size of one gauge. STANDARD ARCHITECT'S SPECIFICATION FOR 


ALUMILITED FINISHES When alumiliting is specified, numbers _ 
and letters may be designated, viz:— 2 
charge of $8.00 is made for all non-standard 204A-1 To Buff Before Alumiliting 


orders or less than 6 sheets or panels. Quan- 204C-1 To Satin Finish Before Alumiliting 
215R-1 Dark Gray Alumilite 


Prices include packing for 500 Ib. cases. A 


tities of sheets in a case may vary. See current 


Various alloys present different appearances after 


price lists for each item. Alumilite® processing. 


LUSTRIK’ incovvonares 


3235 FRANKFORD AVENUE, PHILADELPHIA 34, PA. 


